MULTI-
CHANNEL
OPTICAL
PROCESSOR

3-in-1 Monitoring System for
Highly Accurate Optical
Measurements for pH, O, and CO,

RUGGED, EASY TO USE MONITORING

The single system reduces the need for multiple monitors,
allowing more workstation space and lowers maintenance
requirements, reducing costs and eliminating the need to learn
multiple systems.

VERSATILE

The DSP4000 is designed for easy installation and operation. It
may be pipe, surface, panel-mounted, or used on the benchtop,
and features a large, easy-to-read four-line VFD display and
intuitive menu-driven software. It is also sealed and washable
and offers positive tactile feedback.

CUSTOMIZABLE

The DSP4000 includes automatic temperature and pressure
compensation as well as automatic gain control to optimize
readings and maximize sensor lifespan. Pre-set calibration
factors can be uploaded to suit your requirements.

DESIGNED FOR USE WITH POLESTAR’S PATENTED SENSORS
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DSP4000 PRODUCT SPECIFICATIONS
Enclosure/Power
Operator Interface 4-Line VFD Display, 8 Tactile Keys
Y DIN Dimensions (H x W x D) |6.40 x 6.40 x 5.94 in./ 16.256 x 16}256 x 15.087 cm.
Max Depth - Panel Mounted 5.94 in./ 15.087 cm.
Mounting Panel, Pipe, or Wall
Material Polycarbonate, NEMA 12/4X IP 65
Weight 5 Ibs.
Rating/Approvals CE Compliant, NEMA 12/4X IP 65
Power 24VDC
Storage Temperature -40 to 70°C (-40 to 158°F)
Ambient Operating Range 0 to 50°C (32 to 122°F)
Relative Humidity 0 to 95%
Analog Output 16-bit Isolated 4-20 mA. 10-300 V
Analog Output Scaling User Defined
Digital Output Protocols RS232, Modbus®
Sensors 4 Channels (Customer Choice)
Temperature PT100 RTD; 4-20 mA. Signal; Manual
Pressure 4-20 mA. Signal; Manual
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